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The Technical Rider is legal part of the agreement by Contract with the Club and Promoter
the following information has been compiled for your convenience as well as ours.
Please read the following instructions carefully.

If the below requirements are not met Steve O’Sullivan will not to perform until a
suitable performance environment is created.

In case of any problems or questions please do Not hesitated to contact us.

Project: Steve O’Sullivan
Performance: Live (60-75min)
Contact:  Solid AM
p@solid-am.com, m@solid-am.com, booking@solid-am.com
phone: +49 (0)30 37449155
http://www.solid-am.com

* 1 x table for (live equipment):
Venue has to provide: o table size: 2m x 1-1,5m / 4 1/2ft. (preferable in Dj-booth or extra
table/stage)
o table height: min. 1meter (not lower)
o It have to be a table where club people can’t put there drinks or ashtrays
on it.
* 1x Roland TR-8 Drum machine (full functional ! and no other machine work)
e 1x 24 channel LIVE Mixer prefers Midas (Venice), or Soundcraft LX7 1124 > the
mixer must have 24 channel (with 2 returns & sends)
(only this mixer is applicable for this live-set!) IMPORTANT: NO DJ MIXER,
as there are two mono imputs that will not work with a standard DJ Mixer
The artists are using a total of 11 outputs which use a quarter inch output (guitar
cable) from their source. A total of 20 mono jack to jack cabels and 3 MIDI cables
is needed. This means that along with the mixer you are providing, you will need to
provide cables from THEIR quarter inch source to the input you have on your
Mixer.
* 2 x high quality own monitor speakers placed left and right of the artist
( to control the volume of the monitors by himself on the mixer)
* 4 xfree electric outlets / power plugs
1 or 2 Laptop Stands for machines. (smaller places have to provide Technics
Turntabel covers, too)
1 x profesional audio engineer, taking care of the PA
Soundcheck required (70-85min.)
The Set Up is complex and need to be left where they are after sound check.
There will be NO line checks during a party in a Club
A place where Steve can put his gear, case safe before and after the preformance
(backstage)

SUMMARY: 1x TR 8 Drum machine, minimum 20x Mono (guitar cables / jack), 3x
Midi Cables, 1x Live Mixer 24 Channel, that allows for minimum 11 inputs on
separate channels and 2 Stereo, and 1 FX-Return

Live Equipment + 1 xMPC 1000
(provided by the + 1 x Akai XR20
Artist): + 1 x Dave Smith Tempest
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Monitoring:

Lightning:

Note:

Audio / Video / Film
Recordings:

Live-set Schematics:

Monitor system shall be placed at shoulder height or above on each side of artist, not
behind or on the floor. In the event that it is only possible to place the monitor mono or
on one side, it must be on the right side of the artist. Monitor power must be derived
from a power source other than that of the house system. The volume must be able to
be controlled by the artist. In the event that no monitor speaker is present, monitor is
not functioning, or monitor is suffering from feedback and/or distortion and no
replacement can be found, Artist will not perform.

Absolutely NO direct spotlight on the artist. Artist prefers dimmy atmosphere with light
on mixer.
when Steve O’Sullivan performs there is free space behind him, in front and next to

them.
NO drinks (from any guest) around the Set-up or equipment

Absolutely NO RECORDING (Audio & Video)

of the Live-set is permitted.
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Live-set Stagepl: OQ)O(% g?é? 80 O

Audience
Center Stage

DJ Booth Right

Other Information: The drivers who drive the Artist have to be clean ( no alcohol and drugs) and drive
Driver save.
enough room / Space in the Trunk of the Car, for 2 Bags (1x flight-case & 1 bags of
personal luggage)

Monitor

Hotel: 4* Hotel with Late Check out until 4PM

Hospitality rider Beer, Water, Vodka, Tonic Water, 20 Drink Tickets, (or Drinkcard of 60EUR)
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